
Cable

Breakout Cable

ㆍ Individually ruggedised tight buffered fiber units
ㆍ Easy strip and fast installation
ㆍ Flame Retardant LSZH sheath 
ㆍ Compact and customized dimension
ㆍ Available FAC and pre-connectorized.
ㆍ High durability and reliability
ㆍ Fiber counts from 2 to 24C
ㆍ ITU-T G.657A / B
ㆍ OPNR UL listed

Specification

Classification Min. Bending radius(mm (in)) Temperature

Loaded Outer Diameter x 20 (0.79) -40℃ (-40℉) ~ +70℃ (+158℉)

Installed Outer Diameter x 10 (0.39) -40℃ (-40℉) ~ +70℃ (+158℉)

Bending & Temperature characteristic

Buffer dia.(µm) Strength member Sheath Fiber

600 FRP PVC SMF

900 Steel LSZH MMF

Option

Features Application

ㆍ Large subscriber system
ㆍ Large LAN system
ㆍ Intermediation distance transmission system

② Tight Buffered Fiber

① Central strength member

③ Aramid yarn

④ Inner Jacket

⑤Outer Jacket

⑥ Ripcord

No. of fiber Outer diameter(mm) Weight(kg/km) Max. Tensile load (kg/f)

2 7.5±0.3 40 800

4 7.5±0.3 40 800

6 8.5±0.3 75 1,000

8 10.0±0.3 90 1,200

12 12.5±0.3 150 1,800

16 16.0±0.3 300 1,800

24 19.0±0.3 450 2,000


